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é Cost Effective, User Friendly Automatic Single Point Lubricator

] Overview | Advantages

The Pulsarlube E, an electrochemical automatic single point lubricator, - Cost effective

operates based on the proven technology of electrochemical reaction - Simple tP Operaf_e

which generates inert Nitrogen (N2) gas through the systematic use of - Easy to install without the use of tools

an electrolyte and electrical energy. With five different preset dispensing |- Faiy tt° gﬂjtésgd;ipens}ilnglperiods in operation
rates of 1, 3, 6, 9, and 12 months, the Pulsarlube E offers a cost effective dacl Sviane

. . . ! : L . . - Transparent container for visual inspection of lubricant levels
solution for a wide variety of industrial applications, which contributes to | |~ v aniant disposal after use (environmentally friendly)

preventative maintenance and cost reduction via reliable and precise . Suitable for use in confined areas
lubrication. In addition, the intuitive design of Pulsarlube E ensures both | - More reliable against ambient temperature variations than
error-free operation and safe use. hydrogen gas type lubricators
Housing Cap I SpeCifications
Battery Cover Specifications Description
Battery Gas Type Nitrogen (N2) gas
Mode Selector Gas Generating Method Electrochemical
PCB
Grease Capacity 60, 120, 240cc
N2 Gas
Generation Cell Housing Design Transparent plastic
Piston Operating Range -20°C~55°C (-4'F~131°F)
Lubricant Reservoir Operating Pressure Max. Skgffcm?(70psi)
Grease Remote Installation Up to 1m (3ft) using a 8mm (5/16") O.D. tube
Available Dispensing Periods 1,3, 6, 9 & 12 months
Base 60cc : @77mm (3.03") x 92mm (3.62")
Product Size 120cc: @77mm (3.03") x 112mm (4.41")
240cc: @77mm (3.03") x 157mm (6.18")
1/4" NPT/BSPT Thread Certifications / IP code ATEX/CE/UL/ IP&8
Protector Packaging 10 Units/Case

_‘HO'“- Technical information is subject to change without prior notice.
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]

| Dispensing Equivalents ] How to install

Dispensing Volume Pulsarlube E is designed as a single point lubricator only.
e 120c¢ dlea Do not use the Pulsarlube E unit for multiple lube points.

1 Month 2.00cc/day 4.00cc/day 8.00cc/day For remote installation, all components such as reducers, tubes, or
3 Month 0.67cc/day 1.33cc/day 2 66cc/day lube lines should be manually filled with the same grease contained
in the unit before installation of the Pulsarlube E unit.

Dispensing Period

6 Month 0.33cc/day 0.67cc/day 1.33cc/day
9 Month 0.2cc/day 0.44cc/day 0.89cc/day

77mm(3.03")
12 Month 0.17cc/day 0.33cc/day 0.67cc/day

Required dispensing volume may vary with individual bearing types and
operating conditions.
Testing is recommended for specific applications. Contact your local

distributor should you need any assistance in setting proper dispensing
rates.

J Pulsarlube E Grease Selection

Refer to following information of available lubricants carefully selected for
Pulsarlube products. Please choose the proper lubricant for your specific
application. If further information is required, please contact your local

68mm(2.68")

supplier or manufacturer. } _’
Grease Application Description =
PL1 Multi Purpose High Performance NLGI 2 grade ! ¥
L ]
PL2 Heavy Duty Excellent Heavy Duty NLGI 2 grade with high viscosity

base fluids and additional load carrying capacity

: High Performance NLGI 1 grade for high speed applications
PL3 High Speed (over 3,000 rpm or high DN value)

USDA H1 NLGI 2 grade for applications where a food grade
PL4 H1 Food Grade product s required

Fully Synthetic High Performance NLGI 2 grade with oxidation
stability for high temperature use

PL5 High Temperature

) High Performance grade with MoS: for better EP and load
PL6 |Multi Purpose MoS: sarrying capacity

Fully Synthetic NLGI 1 grade, for extreme low temperature

PL7 Low Temperature applications

Please make sure to wipe off the tip of the grease gun with a clean rag before filling your

- lube line and that the lube line is free of kinks to avoid any possible dispensing delays.

OEM filling is available upon request under special terms and conditions. Please contact
your local distributor or manufacturer.

I How to set I How to dispose

Note

Shelf Life and warranty period

The shelf life of each Pulsarlube E unit is 1 year from the date of production. Product warranty is limited to
origina defects in material and workmanship and will not cover any collateral damage due to mishanding,
abuse and/or any other inappropriate use of this product. Warranty period is 1 year from the date of purchase.

I How to Order

A To lock the Pulsarlube E unit, the W on the housing cap Must be located in the
area shown above (#5). E6O0 / PL1

E120 / PL2
E240 / PL3

O) Pulsarlube USA, Inc. T Comeme

Lubricator Model (Pulsarlube E, E60: 60cc, E120: 120cc, E240: 240cc Capacity)
1480 Howard Street, Elk Grove Village, IL 60007, USA

TEL: 1-847-593-5300 FAX: 1-847-593-5303

www.pulsarlubeusa.com info@pulsarlubeusa.com
REV. 130912
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